
Completion period: 30 days.
OR:
CR:
OM:

Sl. No. Description of Item Unit Quantity Rate in word Rate in figure Amount
1 Dismantling aluminium/ Gypsum partitions, doors,

windows, fixed glazing and false ceiling including
disposal of unserviceable surplus material and
stacking of serviceable material with in 50 meters
lead as directed by Engineer-in-charge. 

Sqm 16.00

Dismantling doors, windows and clerestory windows
(steel or wood) shutter including chowkhats,
architrave, holdfasts etc. complete and stacking
within 50 metres lead 

a) Of area 3 sq. metres and below

each 2.00

3 Providing and fixing in position collapsible steel
shutters with vertical channels 20x10x2 mm and
braced with flat iron diagonals 20x5 mm size, with
top and bottom rail of T-iron 40x40x6 mm, with 40
mm dia steel pulleys, complete with bolts, nuts,
locking arrangement, stoppers, handles, including
applying a priming coat of approved steel primer.

Sqm 10.00

Schedule of Rate

Name of work: Fitting of 2 Nos Collapsible gate & Renovation of Seminar room-1 at civil Engg. Department, NIT Silchar.

2
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4 Providing and fixing false ceiling at all height

including providing and fixing of frame work made of
special sections, power pressed from M.S. sheets and
galvanized with zinc coating of 120 gms/sqm (both
side inclusive) as per IS : 277 and consisting of angle
cleats of size 25 mm wide x 1.6 mm thick with
flanges of 27 mm and 37mm, at 1200 mm centre to
centre, one flange fixed to the ceiling with dash
fastener 12.5 mm dia x 50mm long with 6mm dia
bolts, other flange of cleat fixed to the angle hangers
of 25x10x0.50 mm of required length with nuts &
bolts of required size and other end of angle hanger
fixed with intermediate G.I. channels 45x15x0.9 mm
running at the spacing of 1200 mm centre to centre,
to which the ceiling section 0.5 mm thick bottom
wedge of 80 mm with tapered flanges of 26 mm each
having lips of 10.5 mm, at 450 mm centre to centre,
shall be fixed in a direction perpendicular to G.I.
intermediate channel with connecting clips made out
of 2.64 mm dia x 230 mm long G.I. wire at every
junction, including fixing perimeter channels 0.5 mm
thick 27 mm high having flanges of 20 mm and 30
mm long, the perimeter of ceiling fixed to
wall/partition with the help of rawl plugs at 450 mm
centre, with 25mm long dry wall screws @ 230 mm
interval, including fixing of gypsum board to ceiling
section and
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perimeter channel with the help of dry wall screws of
size 3.5 x 25mm at 230 mm c/c, including jointing
and finishing to a flush finish of tapered and square
edges of the board with recommended jointing
compound , jointing tapes , finishing with jointing
compound in 3 layers covering upto 150 mm on both
sides of joint and two coats of primer suitable for
board, all as per manufacturer's specification and
also including the cost of making openings for light
fittings, grills, diffusers, cutouts made with frame of
perimeter channels suitably fixed, all complete as per
drawings, specification and direction of the Engineer
in Charge but excluding the cost of painting with :
12.5 mm thick tapered edge gypsum plain board
conforming to IS: 2095- Part I 

Sqm 16.00

5 Painting with synthetic enamel paint of approved
brand and manufacture to give an even shade. Two
or more coats on new work

Sqm 8.00

6 Removing white or colour wash byscrappingand sand
paperingand preparing the surface smooth including
necessary repairs toscratches etc. complete

Sqm 100.00
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7 Repairs to plaster of thickness 12 mm to 20 mm in

patches of area 2.5 sq. meters and under, including
cutting the patch in proper shape, raking out joints
and preparing and plastering the surface of the walls
complete, including disposal of rubbish to the
dumping ground within 50 metres lead : With cement
mortar 1:4 (1cement: 4 coarse sand)5 mm cement
plaster on rough side of single or half brick wall of
mix 1:4 (1 cement: 4 coarse sand)

Sqm 25.00

8 Distempering with dry distemper of approved brand
and manufacture (two or more coats) of required
shade on new work, over and including water
thinnable priming coat to give an even shade. Sqm 100.00

9 Half brick masonry with common burnt clay F.P.S.
(non modular) bricks of class designation 7.5 in
superstructure above plinth level up to floor V level
Cement mortar 1:4 (1 cement :4 coarse sand) Sqm 3.00

10 Providing and laying cement concrete in retaining
walls, return walls, walls (any thickness) including
attached pilasters, columns, piers, abutments, pillars,
posts, struts, buttresses, string or lacing courses,
parapets, coping, bed blocks, anchor blocks, plain
window sills, fillets, sunken floor etc., up to floor five
level, excluding the cost of centering, shuttering and
finishing 1:1½:3 (1 cement : 1½ coarse sand (zone-
III) : 3 graded stone aggregate 20 mm nominal
size).

cum 0.20
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11 Repairing of rain water pipe

Job 1.00

Total = Rs.
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