Schedule of Rate

Name of Work: Renovation of Institute Guest House at NIT Silchar.
Completion period: 90 days.

OR:
CR:
OM:

Sl. No.

Description of Item

Unit

Quantity

Rate in word

Rate in fig

Amount

Demolishing cement concrete manually/ by mechanical
means including disposal of material within 50 metres lead
as per direction of Engineer - in - charge. Nominal concrete
1:3:6 or richer mix (i/c equivalent design mix)

Cum

52

Providing and laying in position cement concrete of specified
grade excluding the cost of centering and shuttering - All
work up to plinth level : (a) 1:1%:3 (1 Cement: 1% coarse
sand (zone-III) : 3 graded stone aggregate 20 mm nominal

cizol

Cum

Centering and shuttering including strutting, propping etc.
and removal of form work for : Suspended floors, roofs,
landings, balconies and access platform

Sgm

12

Making plinth protection 50mm thick of cement concrete
1:3:6 (1 cement : 3 coarse sand : 6 graded stone aggregate
20 mm nominal size) over 75mm thick bed of dry brick
ballast 40 mm nominal size, well rammed and consolidated
and grouted with fine sand, including necessary excavation,
levelling & dressing & finishing the top smooth.

Sgm

18

Reinforced cement concrete work in beams, suspended
floors, roofs having slope up to 15° landings, balconies,
shelves, chajjas, lintels, bands, plain window sills, staircases
and spiral stair cases above plinth level up to floor five level,
excluding the cost of centering, shuttering, finishing and
reinforcement, with 1:1.5:3 (1 cement : 1.5 coarse sand
(zone-III) : 3 graded stone aggregate 20 mm nominal size).

Cum

Steel reinforcement for R.C.C. work including straightening,
cutting, bending, placing in position and binding all complete
above plinth level. Thermo-Mechanically Treated bars of
grade Fe-500 D or more.

Kg

150
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Providing and fixing sheet covering over expansion joints
with iron screws as per design. Aluminium fluted strips 3.15
mm thick. 200 mm wide

Rmt

30

Brick work with common burnt clay F.P.S. (non modular)
bricks of class designation 7.5 in foundation and plinth in:
Cement mortar 1:4 (1 cement : 4 coarse sand)

Cum

Half brick masonry with common burnt clay F.P.S. (non
modular) bricks of class designation 7.5 in foundations and
plinth in : cement mortar 1:4 (1 cement : 4 coarse sand)

Sgm

20

10

Extra for providing and placing in position 2 Nos 6mm dia.
M.S. bars at every third course of half brick masonry.

Sgm

20

11

Providing and fixing M.S. grills of required pattern in frames
of windows etc. with M.S. flats, square or round bars etc.
including priming coat with approved steel primer all
complete. Fixed to steel windows by welding

Kg

90

12

Filling the gap in between aluminium frame & adjacent
RCC/Brick/Stone work by providing weather silicon sealant
over backer rod of approved quality as per architectural
drawings and direction of Engineer-in-charge complete. Upto
5mm depth and 5 mm width

Rmt

250.00

13

15 mm cement plaster on rough side of single or half brick
wall finished with a floating coat of neat cement of mix: 1 : 4
(1 cement : 4 fine sand )

Sgm

100.00

14

Repairs to plaster of thickness 12 mm to 20 mm in patches
of area 2.5 sq. meters and under, including cutting the patch
in proper shape, raking out joints and preparing and
plastering the surface of the walls complete, including
disposal of rubbish to the dumping ground within 50 metres
lead : With cement mortar 1:4 (1cement: 4 coarse sand)

Sgm

150.00
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15

Applying one coat of water thinnable cement primer of
approved brand and manufacture on wall surface : Water
thinnable cement primer

Sgm

150.00

16

Wall painting with plastic emulsion paint of approved brand
and manufacture to give an even shade: One or more coat.

Sgm

10376.00

17

Wall painting with premium acrylic emulsion paint of interior
grade, having VOC (Volatile Organic Compound ) content
less than 50 grams/ litre of approved brand and

manufacture, including applying additional coats wherever
required to achieve even shade and colour. Two coats

Sgm

25.00

18

Painting with synthetic enamel paint, having VOC (Volatile
Organic Compound) content less than 150 grams/ litre, of
approved brand and manufacture, including applying
additional coats wherever required to achieve even shade
and colour. One coat

Sgm

1496.00

19

Dismantling 15 to 40 mm dia G.I. pipe including stacking of
dismantled pipes within 50 metres lead as per direction of
Engineer- in-Charge. (a) Internal Work - Exposed on wall

Rmt

100.00

20

Dismantling G.I. pipes (external work) including excavation
and refilling trenches after taking out the pipes, manually/
by mechanical means including stacking of pipes within 50
metres lead as per direction of Engineer-in-charge :

(a) 15 mm to 40 mm nominal bore

Rmt

150.00

(b) Above 40 mm nominal bore

Rmt

250.00
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21

Taking out existing wooden door shutter, repair by cutting,
painting etc. and refixing of repaired door shutters to
existing door frames, including replacement of hinges with
screws, etc. as required, all complete as per the direction of
the Engineer-in-charge.

Each

10.00

22

Grading roof for water proofing treatment with Cement
concrete 1:2:4 (1 cement : 2 coarse sand : 4 graded stone
aggregate 20 mm nominal size)

Cum

41.25

23

Providing, mixing and applying bonding coat of approved
adhesive on chipped portion of RCC as per specifications and
direction of Engineer-In-charge complete in all respect.
Epoxy bonding adhesive having coverage 2.20 sqm/kg of
approved make

Sgm

550.00

24

Providing and fixing Chlorinated Polyvinyl Chloride (CPVC)
pipes, having thermal stability for hot & cold water supply
including all CPVC plain & brass threaded fittings This
includes jointing of pipes & fittings with one step CPVC
solvent cement, trenching, refiling & testing of joints

lot o +i P . AL

(a) 25 mm nominal outer dia Pipes

Rmt

60.00

(b) 40 mm nominal outer dia Pipes

Rmt

40.00

(c) 50 mm nominal outer dia Pipes

Rmt

60.00

(d) 62.50 mm nominal inner dia Pipes

Rmt

60.00
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25

Providing and fixing ball valve (brass) of approved quality,
High or low pressure, with plastic floats complete : 25 mm
nominal bore

Each

10.00

26

Providing and applying white cement based putty of average
thickness 1 mm, of approved brand and manufacturer, over
the plastered wall surface to prepare the surface even and
smooth complete.

Sgm

100.00

27

Varnishing with varnish of approved brand and manufacture
: Two or more coats of glue sizing with copal varnish over an
under coat of flatting varnish

Sgm

480.00
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Signature of the Agency
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