Name of Work: ‘Aluminum partition work at Solid State ionics Laboratory NIT Silchar.

Completi®n period: 30 days.

ABSTRACT OF COST

OR-

CR-

OM-

Description of Item

Unit

Quanitity

Rate |

1 word

dte in amount

Amount

Providing and fixing anodised aluminium grill (anodis
transparent or dyed to required chade accerding to 18
1868 with minimum anodic coating of @ﬁmam Dm ._w

and fixed to the existing ,S:a,oﬁ frame E_ﬁ: &, v bras
stainless stee! screws @ 200 mm centre to centr
including cutting the grill to proper opening size f
fixing and operation of handles znd fix C [
anodised sluminium standard section around the
opering, all complete as per requirement and direction
of Engineer-in-charge. (Only weight of grill to be
measured for payment),

b
~]
h
)

Providing and fixing aluminium tubular handle bar 32
mm outer dia, 3.0 mm thick & 2100 mm long with SS
sCrews etc .complete as per direction of Engineer-in-

Charge. Anodized (AC 15 ) aluminium tubular handle
bar,

Each

4.00

L)

Providing and fixing 100mm brass locks (best make of
approved quality) for aluminium doors including
necessary cutting and making good etc. complete.

o

.00
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Providing and fixing aluminium work for doors, windows,
ventilators and partitions with extruded buiit up standard
tubular sections/appropriate Z sections and other
sections of approved make conforming to 1S: 733 and
IS: 1285, fixing with dash fasteners of recuired dia and
size, including necessary filling up the gaps at junctions,
l.e. at top, bottom and sides with required EPDM
rubber/neoprene gasket etc. Aluminium secticns shall be
smocth, rust free, straight, mitred and jointed
mechanically wherever required including cleat angle,
Aluminium snap beading for glazing / panelling, C.P.
brass / stainless steel screws, all complete as per
architectural drawings and the directions of Engineer-in-
charge. (Glazing, panelling and dash fasteners to be paid
for separately) :

OMf

(2} For fixed portion - Anodised aluminicm (anodised
transparent or dyed to required shade according to IS:
1868, Minimum anodic coating of grade AC 159,

i

fie

e

40.00

(b) For shutters of doors, windows & ventilators
including providing and fixing hinges/ pivots and making
provision for fixing of fittings wherever required
including the cost of EPDM rubber / neoprene gasket
required (Fittings shall be paid for separatelyy 211,24
Ancdised aluminium (anodised transparent or dved to
required shade according to IS: 1858, Minimum anodic
coating of grade AC 15)

[Se]
h
Lh
b

Providing end fixing 12 mm thick prelaminated particle
board flat pressed three layer or graded wood particle
board conforming to IS: 12823 Grade | Type I, in
panelling fixed in aluminum doors, windows shutters and
partition frames with C.P. brass / stainless steel screws
etc. complete as per architectural drawings and
directions of engineer-in-charge. Pre-laminated particle
board with decorative lamination on both sides.

Sgm

37.00
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P,oSa_:@ and fixing glazing in aluminium docr, window,
ventilator shutters and partitions etc. with EPDM rubber /
neoprene gasket etc. complete as per the architectural
drawings and the directions of enaineer-in-charge . (Cost
of aluminium snap beading shall be paid in basic item)
With float €s panes of 5.50 mm thickness

Sgm

11.00

OM}

Providing and fixing aluminium r bolts, ISI mar
anodised (enodic coating not less than grade AC 10 as
per IS : 1868 ) transparent or dyed to required colour or
shade, with necessary screws etc, complete : 250 x
10mm

Each

2.00

Providing and fixing aluminium sliding door bolts, 181
marked anodised (anodic coating rot less than grade AC
10 as per IS : 1868), transparent or dyed to reguired
colour or shade, with nuts and screws etc, complete:
250 x 10mm

Each

2.00

Total = Rs.
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